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^ (57) Abstract: The invention relates to the compression coding of digital signals such as multimedia signals (audio or video), and 
more particularly a method for multiple coding, wherein several encoders each comprising a series of functional blocks receive an 

S input signal in parallel. According to the invention, a) the functional blocks (BF10, , BFnN) forming each encoder are identified, 

£^ along with one or several functions carried out of each block, b) functions which are common to various encoders are itemized and 
c) said common functions are carried out definitively for a part of at least all of the encoders within at least one same calculation 

O module. (BF1CC, , BFnCC). 
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tions, se referer aux "Notes explicatives relatives aux codes et 
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(57) Abrege : La pr6sente invention concerne le codage en compression de signaux numeriques tels que des signaux multim6dia 
(audio ou vid6o), et plus particulierement un precede" de codage multiple, dans lequel un signal d'entree alimente en parallele plu- 
sieurs codeurs comportant chacun une succession de blocs fonctionnels. Selon T invention : a) on identifie les blocs fonctionnels 
(BF10, . .., BFnN) formant chaque codeur, ainsi qu'une ou plusieurs fonctions realisees par chaque bloc, b) on repere des fonctions 
qui sont communes d'un codeur a 1' autre, et c) on execute ces fonctions communes, une fois pour toutes, pour une partie au moins 
de tous les codeurs, au sein d'au moins un meme module de calcul (BF1CC, BFnCC). 



